m Stock Items

Dimension (mm)

Insert Grade

o Cermet | PVD Cermet CVD Coated
Shape Description S olsla 8wl gxs
I.C. |Thickness| Hole |Comer-R| S |"'z_° = > § @ ﬁ § =
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A, | ONMG 12040awP | Lo 04 e . e | o oo e
\\;, 7 120408WP | ' ' 08 | e . e e e e
42 WNMG 080404WP 0.4
A\ osoaoawp | 1270 | 476 | 516 | ) ’ I I R
; CNMG 120404WQ 0.4 . . . . ° ° . .
& 120408WQ | 12.70 | 476 | 516 | 0.8 | | o | o | o | o | o | o | o
V 120412WQ 12 | . e | oo |
& WNMG 080404WQ 04 | o | o [ o o o |e o e
l ® 080408WQ | 12.70 | 476 | 516 | 08 | | o | o | o | o | o | o | o
L ] 080412WQ 1.2 | . e | o | o |

e [] Standard Stock



m Note to Use Wiper Edge Insert
[0 Use the toolholder of Approach Angle 95° for CNMG.. WP/WQ, WNMG...WP/WQ

Applicable Toolholder
CNMG12040 o WP/WQmi PCLN%2525M-120 S32S-PCLN%12-40
WNMG08040 o WP/WQIIIIIIIIH PWLNY2525M-080 S32S-PWLNY.08-40

O Index position of Wiper Edge Insert differs from that of no wiper insert,
[0 and Check the index position when it is replaced

Index Position Differnce
Chipbreaker |Corner-R Description X (mm)| Z (mm)

CNMG120404WP

wp 0.4 WNMG080404WP 0.03 0.03

0.8 CNMG120408WP 0.04 0.04

) WNMG080408WP ) )

CNMG120404WQ

0.4 WNMG080404WQ 0.05 0.05
CNMG120408WQ

wa 038 WNMG080408WQ 0.06 0.06
CNMG120412WQ

1.2 WNMG080412WQ 0.05 0.05

[ Effective & Ineffective Application for Wiper Edge Insert

Q@ Effective Application

O Straight cutting in parallel or perpendicular
to work's center line

D\ Ineffective Application

O Tapered or Curved Face Cutting
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